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1. Teknisk beskrivelse av HENSOMASTIK® Blandet penetreringsforsegling EI 90 / EI120

HENSOMASTIK® Blandet penetreringsforsegling E190/ EI 120 er et system som bestar av en 2 x 50 mm tykk
Hardrock 040 mineralfiberplate som er belagt p& utsiden med HENSOMASTIK® 5 KS Farbe/viskos og
designet som et tettemiddel for metallrgr, plastrgr og stramkabler for & gjenopprette brannsikkerheten i
lett- og kompaktveggstrukturer og betonggulv som har forskjellige tilfgrselsmetalledninger med isolering,
plastrgr, komposittrgr og stremkabler.

HENSOMASTIK® Blandet penetreringsforsegling E190 / EI 120 inneholder ingen kreft- eller mutasjonsfrem-
kallende stoffer eller flammehemmende midler.

HENSOMASTIK® Blandet penetreringsforsegling EI 90/ EI 120 inneholder ingen farlige stoffer som definert i
direktiv 67/548/E@F og EF-direktiv nr. 1272/2008 eller EGDS Indicative List of Regulated Dangerous Substances
hva angar monteringsbetingelser for konstruksjonsprodukter og de resulterende utslippsscenarioene.

Gjeldende brukskategori for HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120 i forhold til BWR 3
(hygiene, helse og miljg) er IA/1, S/W3.

2. Tekniske data over komponentene til penetreringsforseglingen
2.1 HENSOMASTIK® 5 KS Farbe, HENSOMASTIK® 5 KS viskos, HENSOMASTIK® 5 KS Spachtel

HENSOMASTIK® 5 KS er et ablativt, ikke-hygroskopisk, vannbasert flammehemmende belegg med
middels viskositet i variantene "Farbe", "viskos" og "Spachtel".

Dette er et dispergeringsbelegg som vi produserer selv, ved hjelp av organiske bindemidler, vann,
mineralfyllstoffer, pigmenter og tilsetningsstoffer.

Det flammehemmende belegget HENSOMASTIK® 5 KS er en del av serien Grgnne produkter hos Rudolf
Hensel GmbH, og er klassifisert som “lavutslipp”, og inneholder ikke lgsemidler, borater, mykgjgrere,

halogener, formaldehyder eller alkofenyl etoksylater (APE-er).

HENSOMASTIK® 5 KS

- Klassifikasjonen EN 13501-1 gjelder for innendgrs og utendgrs byggemateriell
- Uten lgsemidler og silikon

- Veerbestandig/UV-bestandig iht. DIN 53384

- Aldringsbestandig

- Mekanisk stabilitet

- Ettermonteringer og pafslgende justeringer er mulig

- Temperaturbestandig etter ferdigstilling opp til 20°C

Pakningsstgrrelser: HENSOMASTIK® 5 KS i variantene "Farbe" og "viskos" leveres i plastspann pa
6kg/12,5kg og varianten “Spachtel” i patroner p& 310 ml og plastspann p& 6kg/ 12,5kg.

Arbeidssikkerhet: Bruk av HENSOMASTIK®5 KS ma overholde forskrifter for helse, miljg og sikkerhet.
GISCODE: M-DFO01

Les sikkerhetsdatabladet fgr du bruker HENSOMASTIK® 5 KS. Dette kan lastes ned som PDF fra
www.rudolf-hensel.de

Oppbevaring: Oppbevarings- og transporttemperaturene méa vaere mellom +5 °C og +30°C (frostfritt!).
HENSOMASTIK® 5 KS Farbe/viskos kan oppbevares i opp til tolv maneder i originalemballasjen.
HENSOMASTIK® 5 KS SP kan oppbevares i opp til tolv m&neder i originalemballasjen.

Apnet emballasje ma forsegles godt etter bruk!
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Tekniske data og egenskaper

HENSOMASTIK® 5 KS Farbe, HENSOMASTIK® 5 KS viskos, HENSOMASTIK® 5 KS Spachtel

Produktvarianter

Farge

Konsistens

Relativ tetthet

Brukskategori i forhold
til veerpakjenning

Brannegenskaper som
definert DIN EN 13501-1

VOC-innhold

Klassifisert og godkjent
i henhold til

2.2 Mineralfiberplater

Hvit

Flytende

1,35 +/- 0,2g/cm?

Type X: Ogsa designet
for utendgrs bruk

Klasse E

<1g/l

ETAG 026-2

HENSOMASTIK® 5 KS Farbe HENSOMASTIK® 5 KS viskos

Hvit

Viskgs

1,35 +/- 0,2g/cm?

Type X: Ogsa designet
for utendgrs bruk

Klasse E

<1g/l

ETAG 026-2

HENSOMASTIK® 5 KS
Spachtel

Hvit
Viskgs

1,46 +/- 0,2g/cm3

Type X: Ogsa designet
for utendgrs bruk

Klasse E

<1g/l

ETAG 026-2

De testede og godkjente Hardrock 040 mineralfiberplatene (i overensstemmelse med DIN EN 13162] i
HENSOMASTIK® Blandet penetreringsforsegling EI90 / E1 120 utviser en relativ tetthet pa ca. 150kg/m®
og et smeltepunkt pa > 1000°C og samsvarer med EN 13501-1 byggemateriell klasse A1 (ikke-brennbart).
Platetykkelsen til HENSOMASTIK® Blandet penetreringsforsegling for dobbelplate: 2x 50 mm

2.3 Rgrmansjetter
AWM Il godkjent av DIBt i Berlin, fra Z-200.2-58, som et utslippsgradert konstruksjonsprodukt,
europeisk teknisk bedgmmelse (European Technical Assessment) ETA-11/0208
Air Fire Tech Rorcol V30 klassifisert i henhold til EN 13501- 2,
europeisk teknisk bedgmmelse (European Technical Assessment) ETA-13/0758
HENSOTHERM® 7 KS Gewebe som en volumgkende rgromvikling for plastrgr opp til @ 90mm
i HENSOMASTIK® Blandet penetreringsforsegling opp til EI 120 i fleksible vegger, kompaktvegger
og gulv i henhold til ETA 16/0369

2.4 Seksjonsisolering for ikke-brennbare rgr
Rockwool RS 800 med et smeltepunkt > 1000°C, ikke-brennbar A2L-s1, d0 i henhold til EN 13501-1

2.5 lIsolasjonsseksjoner kledd i HENSOTHERM® 7 KS Gewebe
HENSOTHERM® 7 KS Gewebe: Byggemateriell-godkjenning ETA 13/0092,
innendgrs og utendgrs bruk, brukskategorier: Y2/21/22, sveert fleksibelt stoff sikret med klips,
stropper eller galvanisert wire

B 2.5.1Armaflex AF: Euroklasse B/BL-s3,d0 i henhold til EN 13501-1
Kaiflex ST: Euroklasse BL-s3,d0 i henhold til EN 13501-1

El 2.5.2Armaflex Ultima, Armaflex LS, Kaiflex KK plus og Klimarock
Armaflex Ultima: Euroklasse BL-s1, d0
Armaflex LS: BL-s2, d0
Kaiflex KK plus: BL-s2, d0
Klimarock: ikke-brennbar, A1

4 HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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Systemer med HENSOMASTIK® Blandet penetrerings-
forsegling brukes for a forsegle metallrgr, brennbare rgr
og stremkabler, og derved gjenopprette brannsikkerheten
i vegger og gulv som har &pninger for tilfgrselsledninger.

HENSOMASTIK® 5 KS Farbe eller
HENSOMASTIK® 5 KS viskos

3. Oversikt over HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120

2 Hardrock 040 mineralfiberplater
3 AWM | eller Air Fire Tech Rorcol V30
4 HENSOTHERM® 7 KS Gewebe for seksjonsisolering
5 HENSOMASTIK® 5 KS Spachtel
6 Seksjonsisolering (se side 4, punkt 2.5) 1 m eller kontinuerlig
7 Ikke-brennbare rgr
8 Brennbare rgr
9 Kabelrenne
10 Strgmkabler
11 Kompaktvegg
12 Lettveqg
13 Rockwool RS 800

14 Merkeskilt

10
(9)
1
0
] 2)
0
0
{16
1 |
Blandet penetreringsforsegling Blandet penetreringsforsegling
i lettvegger og kompaktvegger i kompakttak
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4. Bruksomrader for HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI 120

Lettvegger
Veggen ma ha en tykkelse pa minst 100 mm og bestd av et sprengverk* i tre eller stal, féret p& begge sider
med minst to lag plater med en tykkelse pa 12,5mm.

* Avstanden mellom forseglingen og stgttene ma vaere pad minst 100mm, og dette mellomrommet ma fylles
med minst 100 mm isolasjonsmateriale klasse A1 eller A2 (som definert i EN 13501-1). Barekonstruksjonen
ma vaere klassifisert for pabudt brannmotstandstid som definert i EN 13501-2.

Kompaktveggstrukturer
Veggene mé ha en tykkelse pd minst 100 mm og bestd av betong, lettbetong eller murverk med minimum
tetthet pd 650kg/m3.

HENSOMASTIK® Blandet penetreringsforsegling i lettvegger og kompaktvegger

Lettvegg 2,4m?
>100mm 2x50mm (2000 mm x 1200 mm)
Kompaktvegg 2,4m?
>100mm 2280 (2000 mm x 1200 mm)
Kompakttak

Taket ma ha en tykkelse pa minst 150 mm og besta av betong, lettbetong eller murverk med en minimum
tykkelse pa 650kg/m3.

HENSOMASTIK® Blandet penetreringsforsegling i kombi-mykskott in massivdekker

Kompakttak 2 % 50 2,tm?2
>150mm xoumm (2000 mm x 1200 mm)

Systemer med HENSOMASTIK® Blandet penetreringsforsegling EI 90 / EI 120 kan brukes i forbindelse med
isolerte metallrgr, brennbare rgr og stramkabler, enkle eller buntede.

Maksimum forseglingsflate i lettveggs- og kompaktveggstrukturer er 2000 mm x 1200 mm (HxB) og

i kompaktveggstrukturer 2000mm x 1000 mm.

Det kan ogsa installeres en tom forsegling. Tilfgrselsledninger ma beskyttes ved en maks avstand pa 250 mm
fra begge sider av veggstrukturen og fra toppen av gulvstrukturen.

6 HENSOMASTIK® Blandet penetreringsforsegling EI190 / E1120
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5. Monteringsveiledning for HENSOMASTIK® Blandet penetreringsforsegling
EI90 / EI120 i lett- og kompaktvegg

HENSOMASTIK® Blandet penetreringsforsegling skal kun pafgres av oppleert og kvalifisert personell.
Systemet med blandet penetreringsforsegling skal ikke pafgres dersom materialet, underlaget eller
lufttemperaturen er under +5°C eller luftfuktigheten er over 80%. Fgr montering skal apninger og ujevne
apninger i strukturen rengjgres og alle lgse partikler fjernes!

Opp til 60% av HENSOMASTIK® Blandet penetreringsforsegling kan dekkes med tilfgrselsledninger.
Ettermonteringer pa HENSOMASTIK® Blandet penetreringsforsegling er mulig nar 60% av flaten ennd
ikke er dekket.

Trinn 1: Overfgr malene til den ujevne apningen i strukturen (lengde x bredde] til platene og skjeer i riktig
stgrrelse. Disse ma brukes til & skjeere ut de individuelle delene som ma spesialtilpasses i alle apninger
mellom ledningene og mellom disse og apningen.

TIPS: Bruk gjerne en konturmaler (mal] for & overfgre stramkabler, rer og kabelfgringer til de flammesikre
platene.

Trinn 2: Utsidene til de tilskarede mineralfiberplatene er belagt med et flammehemmende belegg som har
en tykkelse p& minst 1 mm i tagrr tilstand.

TIPS: Dette kan oppnds i bare den ene operasjonen med HENSOMASTIK® 5 KS viskos som den mest kost-
nadseffektive lgsningen etter at de utskarede delene er satt i.

Alternativt kan prefabrikkerte eller ferdigbelagte mineralfiberplater brukes som utskjeeringsdeler.

Trinn 3: For installasjon ma dpningen og de utskarede kantene pa mineralfiberplatene belegges med
HENSOMASTIK® 5KS Farbe, HENSOMASTIK® 5 KS viskos eller HENSOMASTIK® 5KS SP. Delene som skal
installeres, skal ikke skjaeres ut fgr etterpa.

Trinn 4: ,&pninger, fuger og skjgter skal fylles helt med HENSOMASTIK® 5KS SP. ,&pninger, fuger eller
skjgter som er bredere enn 10 mm, skal fgrst fylles med lgst mineralfibermateriale mot midten av Blandet
penetreringsforsegling og deretter fylles med HENSOMASTIK® 5KS SP. Husk at periferidpningen rundt rgr
ikke ma veere bredere enn 10mm!

Trinn 5: Teip av omkretsen til apningen 2cm over den ujevne apningen i strukturen. Dette gjgr at du kan
belegge omkretsen til fuger/skjgter mellom mineralfiberplater og veggen eller taket minst 2cm forbi mine-
ralfiberplaten med minst 1 mm (tgrr film-tykkelse) med HENSOMASTIK® 5 KS Farbe eller HENSOMASTIK®
5KS viskos.

For vegg- og takinstallasjoner ma kabler og kabelfgringer belegges 30cm malt fra veggen/forseglingen
med minst 1mm (tgrr film-tykkelse) med HENSOMASTIK® 5 KS Farbe eller HENSOMASTIK® 5 KS viskos.

VIKTIG! Takforsegling ma beskyttes ekstra mot inntrenging!

Og til slutt monteres HENSOMASTIK® Blandet penetreringsforsegling synlig og permanent med et merkes-
kilt som inneholder alle detaljer og som er beregnet til dette. Dette merkeskiltet er tilgjengelig fra Rudolf
Hensel GmbH.

Toppbelegging av penetreringsforseglingen - Om ngdvendig er det mulig & male over med HENSOTOP 84
eller HENSOTOP 84 AQ (50- 100 pm terr film-tykkelse) i RAL- eller NCS-fargenyanser. Individuelle farge-
nyanser pa forespgrsel.

MERK: Denne veiledningen er kun ment som en veiledning. De erstatter ikke detaljene i den
underliggende europeiske tekniske bedgmmelsen (European Technical Assessment)
ETA 15/0295. Komplett ETA 15/0295 ma skrives ut og gjgres tilgjengelig pd monteringsstedet.
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5. Monteringsinstruksjoner for HENSOMASTIK® Blandet penetreringsforsegling EI 90 / E1120 for fleksible
og stive veggkonstruksjoner med veggtykkelse pa minimum 100mm

Services

Types

Cables

Sheathed electrical cables up to 80 mm diameter
Telecom cables up to 21 mm diameter

Cable bundles

Bundles of the above up to 100 mm in diameter

Cable Supports

Perforated and unperforated steel cable trays and ladders

Plastic pipes with AWM Il pipe
collars

PE pipes in accordance with EN 1519-1, EN 12666-1, EN12201-2
Friaphon (by FRIATEC) pipes

PVC-U pipes in accordance with EN 1329-1, EN 1453-1 and

EN 1452-1

PP pipes in accordance with EN 1852-1: 2009

Plastic pipes with HENSOTHERM®
7KS Gewebe pipe wrap

PE pipes in accordance with EN 1519-1, EN 12666-1, EN12201-2
PVC-U pipes in accordance with EN 1329-1, EN 1453-1 and

EN 1452-1

PP pipes in accordance with EN 1852-1: 2009

Metal pipes with Rockwool RS800
(LI) insulation

Copper
Mild & stainless steel
Cast Iron

Metal pipes with Armaflex
Protect (LS) insulation

Copper
Mild & stainless steel
Cast Iron

Metal pipes with Armaflex AF (LS)
insulation

Copper
Mild & stainless steel
Cast Iron

Permitted Distances

Maximum seal size: 2000 mm high x 1200 mm wide

al: between cable/cable trays and metal pipes > 50 mm
a2: between cable/cable trays and plastic pipes > 50 mm
a3: between metal pipes and plastic pipes 2 25 mm

a4d: between plastic pipes =40 mm

a5: between metal pipes 240 mm

a6: between cable trays 2 30 mm

b1: between cable/cable trays and the upper seal edge: > 25 mn
b2: between cable/cable trays and the side seal edge: > 25 mm
b3: between cable/cable trays and the lower seal edge: > 50 mrr
b4: between metal pipes and the side seal edge: 230 mm

b5: between plastic pipes and the side seal edge: 230 mm

Distance 1st support service £ 250 mm

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI 120



5.1Pafgring og montering med stremkabler E

190

2100

*——*
] Solid wall

Mineral fibre board made from two
layers of ,Rockwool Hardrock 040"
coated on the outer sides with
LHENSOMASTIK® 5 KS Farbe" or lﬁ 20 mm wide circumferential coating
,HENSOMASTIK® 5 KS viskos" -~

L 300 50 50 Coating with

7 L,HENSOMASTIK® 5 KS Farbe" or

L,HENSOMASTIK® 5 KS viskos"
Cable Cable and cable dry film thickness 2 1 mm
support construction
7
8 (] é 7| / il
rJ 2y 7/
A,
N
300

Annular gap stuffed with mineral wool

(reaction to fire class A1 or A2
acc. to EN 13501-1) or

for joints < 10 mm filled with
LHENSOMASTIK® 5 KS-SP"

2

2100

LT

‘ﬁT 20 mm wide circumferential coating
K

Flexible wall

Dimensions in mm

HeNfEx

Services

Insulation/Coating

Classification

Sheathed electrical cables up to 80
mm diameter

Telecoms cables up to 21 mm
diameter

Bundles of above cables up to 100
mm diameter

Cable supports

1 mm DFT HENSOMATIK 5KS Farbe coating
extending 300 mm from both faces of the seal

Produktdatablad og monteringsinstruksjoner



5.2 Pafgring og montering med brennbare rer EI60-EI90

5.2.1 Brennbare rgr med rermansjett AWM Il E190 "U/U"

Mineral fibre board made from two

2100

| Solid wall

8T 20 mm wide circumferential coating

50 50

layers of ,Rockwool Hardrock 040"
coated on the outer sides with
LHENSOMASTIK® 5 KS Farbe" or
LHENSOMASTIK® 5 KS viskos"

Coating with

LHENSOMASTIK® 5 KS Farbe" or
L,HENSOMASTIK® 5 KS viskos"
dry film thickness 2 1 mm

Annular gap stuffed with mineral wool

(reaction to fire class A1 or A2
acc. to EN 13501-1) or

for joints < 10 mm filled with
L,HENSOMASTIK® 5 KS-SP"

ﬂ;&l

< Shutter of the collar

Pipe collar ,AWM [I"
acc. to ETA - 11/0208

10%?

Fixing with threaded bolts

—

(diameter 6 mm) reaching through
the mineral fibre boards and the
shutter of the collar

Q| 20 mm wide circumferential coating

=

Flexible wall

2100 . . .
S+ Dimensions in mm
Services Pipe diameter Pipe wall thickness Collar inlay size Classification
mm mm mm
32-50 1.8-4.6 25.4x6.4
X E1 90 U/U
110 2.7 254x17.1
110 11.2 25.4x19.2 El 60 U/U
Illustrated classified pipe dimensions
¢ PP EI 90-U/U
5 1
b 50,46
: E
PP pipe E
£
5
k3
=
5_ 2 110,27
50,2.7
2
50, 1.8
1 T "
40 50 50 70 80 50 100 110 120 130
Diameter (mm)

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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Services Pipe diameter | Pipe wall thickness Collar inlay size Classification
mm mm mm
52 2.8
Friaphon pipe 78 4.9 75x6
phon pip 110 53 E1 90 U/U
135 5.6 75x 12
Kelox Kelit 63 4.5 25.4x12.8
Geberit Mepla 63 4.5 25.4x12.8 EI 90 U/U
32
40 1.8-5.6 25.4x%x6.4
50
63
75 e 25.4x12.8 E190 U/U
. 90 o 25.4x17.1
PVC-U pipe
110 25.4x19.2
125 2.5-9.2
160 3.2 38.1x25.6
160 11.9 El 60 U/U
Illustrated classified pipe dimensions
PVC E190-U/U
i 50,123 110,125
12 ¢
11 ¢
10— ~1—
H 110, 9.
L7 125,92
g sl
£
E ]
-
é 4
sl 1 - 160,32
2 110, 5‘/‘. 125,25
NG =—————
40 (] 80 100 120 140 160 180
Diameter [mm)
Services Pipe diameter | Pipe wall thickness Collar inlay size Classification
mm mm mm
32
40 1.8-4.6 25.4x6.4
50
gz 25.4x12.8
90 2731 25.4x17.1 I
110 25.4x19.2
125 3.1-11.4
140 38.1x25.6
160 4.0-14.6
Illustrated classified pipe dimensions
45 PE-HD EI 90-UfU
Ty ' 125,114
. 50,11.4
PE pipe 10
- 9
E
£
]
% 7
< s
=
-
g’ .
. 110,27 /
125,31
2
%5018
1 - - - !
40 60 80 100 120 140 160 180
Diameter (mm)
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5.2.2 Plast- og komposittrar med HENSOTHERM® 7 KS Gewebe rgromviklinger

2100

| Solid wall

20 mm wide < ‘ ﬁT 20 mm wide
circumferential coating ™ “F circumferential coating

50 50

Coated with
LHENSOMASTIK® 5 KS Farbe" or
L,HENSOMASTIK® 5 KS viskos"
dry film thickness = 1 mm

Mineral fibre board "Hardrock 040"
coated on the outer side with
LHENSOMASTIK® 5 KS Farbe“ or
LHENSOMASTIK® 5 KS viskos*

Annular gap stuffed with mineral wool
(reaction to fire class A1 or A2 according
to EN 13501-1) or joints < 10 mm filled with
L,HENSOMASTIK® 5 KS-SP*

Combustible pipes

XX XX

X

A,
o
=

"HENSOTHERM® 7 KS-Gewebe"
(2 x 50mm aligned together)

8T 20 mm wide
K circumferential coating

20 mm wide ST\
circumferential coating ™ |

s

Flexible wall
2100
Dimensions in mm
Pipes Maximum Pipe wall thickness Layers of Classification
Pipe diameter mm HENSOTHERM 7KS
mm Gewebe pipe wrap
50 2.4-3.6 2
75 3.6-5.6 3 EI90 U/U
PVC-U 90 4.3-6.7 4
Illustrated classified pipe dimensions

PVC EI 90-U/U

Pipe wall thickness (mm)
>

40 50

60 70

80

Diameter (mm)

100

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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Pipes Maximum Pipe wall thickness Layers of Classification

Pipe diameter mm HENSOTHERM 7KS

mm Gewebe pipe wrap
;g 335 i EI 90 U/U
PE-HD Illustrated classified pipe dimensions
a PE-HD EI 90-U/U
56,35
90,35
E
g3 +
ﬁ 50,3 56,3
£
]
-—
=
%2
=
1 T T T T . 1
40 50 60 70 80 90 100
Diameter (mm)

Pipes Maximum Pipe wall thickness Layers of Classification

Pipe diameter mm HENSOTHERM 7KS

mm Gewebe pipe wrap
50 1.8 2
75 1.9 3 EI 90 U/U

PP-HT 90 2.2 4

Illustrated classified pipe dimensions

3 PP-HT El 90-U/U

75,22

T7l 90,2.2
V

Pipe wall thickness {mm)
[~

50,1.9 ¢ N—
X 75,19
50,18
1 T T r T T 1
40 50 60 70 80 S0 100
Diameter (mm)

Produktdatablad og monteringsinstruksjoner 13



5.2.2

Plast- og komposittrar med HENSOTHERM® 7 KS Gewebe brgromviklinger

2100
| Solid wall
20 mm wide IS IST 20 mm wide
circumferential coating ™ “~ circumferential coating
50 50
Coated with
Mineral fibre board "Hardrock 040" LHENSOMASTIK® 5 KS Farbe" or
coated on the outer side with LHENSOMASTIK® 5 KS viskos"
LHENSOMASTIK® 5 KS Farbe"“ or dry film thickness = 1 mm
LHENSOMASTIK® 5 KS viskos"
Annular gap stuffed with mineral wool
(reaction to fire class A1 or A2 according
to EN 13501-1) or joints < 10 mm filled with
LHENSOMASTIK® 5 KS-SP*
Combustible pipes
XX DS X
- D X
A
S)
"HENSOTHERM® 7 KS-Gewebe"
(2 x 50mm aligned together)
20 mm wide &’T \8T 20 mm wide
circumferential coating ™ \ " ° circumferential coating
& Flexible wall
2100
Dimensions in mm
Pipes Maximum Pipe wall thickness Layers of Classification
Pipe diameter mm HENSOTHERM 7KS
mm Gewebe pipe wrap
Geberit Silent 56 3.2 2
dB20 90 5.5 4
50 2 2
Geberit Silent PP %0 31 n
0 2 ) EI90 U/U
Polokal NG
90 3 4
75 3.8 3
Polokal 3S
90 4.5 4
25* 2 2
Flex-Schlauch FX EI90 C/C
327 2 2 /
32 3 3
Geberit Melpa
P 63 45 4 E190 U/C
32 3.2 3
Viega Raxofix
€ 63 45 4 E130 U/C

* With or without 1x NYM-J, 5RE cable

A With or without 1x NYM-J 5x6, 0 RE cable

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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523 Monteringsinstruksjoner for HENSOTHERM® 7 KS Gewebe rgromviklinger

alt
g ’, ’ ‘ Materialets tykke side skal vende ut!
4

HENSOTHERM® 7 KS Gewebe reromviklinger for plast- og komposittrgr
i HENSOMASTIK® Blandet penetreringsforsegling opp til E1120

¢ Volumgkende rgromvikling for forsegling av plast- og komposittrgr med diameter pa opp til 90 mm
i fleksible vegger, kompaktvegger og gulv

e Fleksibel, enkel og rask installasjon
e Krever liten plass pa grunn av lav installasjonshgyde
e Mal pa rgromvikling: bredde 50 mm og tykkelse 2mm

e Fglgende brennbare rgr er sertifisert: PVC-U, PE-HD, PP-HT, Geberit Silent dB20, Geberit Silent PP,
Polokal NG, Polokal 3S, Geberit Mepla, Flex-Schlauch, Flex-Schlauch FX

g ']'I | f;"":,f' |

Monteringsinstruksjoner*:

= } ,f' I f

Apninger og ujevne 3pninger m&  Kapp HENSOTHERM® 7 KS Bandasjering* av begge sider Festing av den ferdige bandasje-
rengjgres Gewebe rgromvikling i henhold av det brennbare rgret i flukt ringen med Duct-teip
til kravene, i egnet stgrrelse med overflaten pa penetrerings-
forseglingen

L] I L l

/ﬁ!‘

Profesjonell installering av Forsegling av ringdpningen med  Utglatting av overflaten med en Merking av HENSOMASTIK®
HENSOMASTIK® 5 KS Blandet HENSOMASTIK® 5 KS SP sparkel 5 KS Blandet penetrerings-
penetreringsforsegling forsegling

*VIKTIG! Siden av HENSOTHERM® 7 KS Gewebe med tykt belegg skal
legges pa rgrenes yttervegg!

Utvendig rgrdiameter Installasjon Antall viklinger Lengde i vegg Lengde i vegg
32mm vegg/gulv 2 2x 250mm 250 mm
40mm vegg/gulv 2 2x300mm 300mm
50mm vegg/gulv 2 2x 360mm 360mm
63mm vegg/gulv 3 2x 680mm 680mm
75mm vegg/gulv 3 2x 790mm 790mm
90mm vegg/gulv 4 2x 1250 mm 1250 mm

Produktdatablad og monteringsinstruksjoner 15



5.3 Ikke-brennbare rgr av stdl og kobber med seksjonsisolering EI90 / E1120 “U/C"

5.3.1 Ikke-brennbare rer av stal og kobber

med seksjonsisolering Rockwool RS 800 (LS) EI90 "U/C"

Mineral fibre board made from two

2100

2100

| Solid wall

layers of ,Rockwool Hardrock 040"
coated on the outer sides with
LHENSOMASTIK® 5 KS Farbe" or
LHENSOMASTIK® 5 KS viskos"

g

20 mm wide circumferential coating with
L,HENSOMASTIK® 5 KS Farbe"“ or
L,HENSOMASTIK® 5 KS viskos*

dry film thickness =2 1 mm

Fixing of insulation with metal

ﬂ\straps or wires d = 0,6 mm

-~

2000

~

|

Annular gap stuffed with mineral wool !ﬁ

= 1
Copper or steel pipe

A -t ——

(reaction to fire class A1 or A2

acc. to EN 13501-1) or

for joints < 10 mm filled with
LHENSOMASTIK® 5 KS-SP"

50 50

Rockwool RS 800

ST 20 mm wide circumferential coating
=

& Flexible wall
=100
The length of the local insulation may be increased but not reduced. Dimensions in mm
Services Pipe diameter Pipe wall thickness Insulation thickness Classification
mm mm mm
Kelox Kelit with
‘LS’ Rockwool
RS800 insulation
2000 mm long
63 4.5 30 mm EI90 U/C
Geberit Mepla /
with ‘LS’
Rockwool RS800
insulation 2000
mm long

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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5.3.1 Ikke-brennbare rgr av stal og kobber
med seksjonsisolering av Rockwool RS 800 (LI) EI90 / EI120 “U/C"

2100

=

Solid wall
Mineral fibre board made from two
layers of ,Rockwool Hardrock 040"
coated on the outer sides with
L,HENSOMASTIK® 5 KS Farbe" or OT 20 mm wide circumferential tin
,HENSOMASTIK® 5 KS viskos" S © clreumterentia’ coaling

Y 1000 50 50
A Fixing of the local insulation with
metal straps or wires d 2 0,6 mm
.
Pipe
> Pipe shell ,Rockwool RS 800“

Annular gap stuffed with mineral wool
(reaction to fire class A1 or A2 f
acc. to EN 13501-1) or
for joints < 10 mm filled with
LHENSOMASTIK® 5 KS-SP"

Coated with

LHENSOMASTIK® 5 KS Farbe" or

LHENSOMASTIK® 5 KS viskos*

dry film thickness = 1 mm

(:’r 20 mm wide circumferential coating
=K
Flexible wall
2100 . . .
$—* Dimensions in mm

The length of the local insulation may be increased but not reduced.

Services Pipe diameter Pipe wall thick I thi Classification
mm mm mm
Up to 22 1.0-11 .
20 .
Up to 48.3 26142 (min.) EI 90 U/C
Up to 139.7 4.0-14.2 30 (min.)
Illustrated classified pipe dimensions
18 -
E 4 d + 30.7(14.2)
) 2
Steel or cast iron g ]
. ¥ 0
pipe & 4230mm
T 84
=
g a4
g
E i' _ — P
= b 2a () " -
ol . .
o ) 40 [= &l 10 40 8
Cuter pipe diameter [mm]
Upto 15 1.0-7 19 (min.)
Up to 22 1.0-11 .
2 . EI120 U/C
Up to 42 1.5-14.2 0 (min.) /
Up to 76.1 2.0-14.2 25 (min.)
Up to 88.9 2.0-14.2 30 (min.) E190 U/C
Illustrated classified pipe dimensions
16
'E' " 885 (142}
Copper pipe g e
% W d, = thickness of
£ dz20 = he locad
3 8 . &0 mn insulation
g’
& 4
]
£ ¢ — 22 (1.0) I ©0.9120)
zo o - 42 (1.5}
[ m P a0 [ 100
Outer pipe diameter [rmm]
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5.3.2 Metallrgr med Rockwool RS 800-isolering, "local sustained” (LS) eller “continued sustained" (CS)

L 2100 L
1 1
V
Solid wall
OI
N
20 mm wide circumferential coating with
Mineral fibre board made from two LHENSOMASTIK® 5 KS Farbe“ or
layers of ,Rockwool Hardrock 040" LHENSOMASTIK® 5 KS viskos*
coated on the outer sides with dry film thickness = 1 mm
,HENSOMASTIK® 5 KS Farbe" or
,HENSOMASTIK® 5 KS viskos"
Fixing of insulation with metal
straps or wires d =2 0,6 mm
| |
¥ 1000 £
Copper or steel pipe
e
Annular gap stuffed with mineral wool Rockwool RS 800
(reaction to fire class A1 or A2 50 50
acc. to EN 13501-1) or
for joints < 10 mm filled with
LHENSOMASTIK® 5 KS-SP"
Q| 20 mm wide circumferential coating
\ \ -~
& Flexible wall
2100
The length of the local insulation may be increased but not reduced. Dimensions in mm
Pipes Pipe diameter Pipe wall thickness Length of 20 mm thick Classification
mm mm insulation, LS or CS
1mLS, 400 mm to
15 1 ! EI 60 U/C
both faces /
15 1 CS, full length
Copper or Steel 22 1 1 m LS, 400 mm to EI 90 U/C
both faces or CS
42 15 1mLS, 400 mm to
! EI 90 U/C
both faces

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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5.3.3 Ikke-brennbare rgr av stal og kobber
med isolering Armaflex Protect (LS) EI90 “C/U"

L 2100
1

5

Solid wall

3

// 8T 20 mm wide circumferential coating
v

Mineral fibre board made from two
layers of ,Rockwool Hardrock 040"

coated on the outer sides with Coated with ___ .
HENSOMASTIK® 5 KS Farbs® or HENSOMASTIK® 5 KS Farbe" or
"HENSOMASTIK® 5 KS viskoe" ,HENSOMASTIK® 5 KS viskos

dry film thickness = 1 mm

Self-adhesive strip for
LArmaflex Protect"

1000

S

N .

Incombustible pipe '

‘9 ~
Annular gap stuffed with mineral wool "Armaflex Protect”
(reaction to fire class A1 or A2 50 50
acc. to EN 13501-1) or
for joints < 10 mm filled with
L,/HENSOMASTIK® 5 KS-SP"
Q| 20 mm wide circumferential coating
=S
& Flexible wall
Y 2100 L
1 1
The length of the local insulation may increased but not reduced. Dimensions in mm
Services Pipe diameter Pipe wall Insulation Insulation length | Classification
mm thickness thickness mm
mm mm
Steel or cast iron Up to 22 1.0-14.2 19-20 1000
' EI 90 C/U
pipe Up to 42 1.5-14.2 25 1000 /
Upto76.1 2.0-14.2 25 1000

Produktdatablad og monteringsinstruksjoner 19



5.3.4 Ikke-brennbare rgr av stal og kobber
med isolering Armaflex AF (LS) og HENSOTHERM® 7 KS Gewebe EI90 "C/U"

20

2100

Solid wall

lﬁ 20 mm wide circumferential coating
=K
2w

Coated with

Mineral fibre board made from two

layers of ,Rockwool Hardrock 040" LHENSOMASTIK® 5 KS Farbe" or
coated on the outer sides with LHENSOMASTIK® 5 KS viskos*

LHENSOMASTIK® 5 KS Farbe" or dry film thickness = 1 mm
LHENSOMASTIK® 5 KS viskos"

Self-adhesive strip for

S LArmaflex AF"
NVAN
m mmr 7 =t i
LJArmaflex AF"
L 1000 L
ol Kl
Incombustible pipe
i ity 7 it i
NN [LHENSOTHERM® 7 KS Gewebe" see 1)
[=)
= = N = =
Annular gap stuffed with mineral wool
(reaction to fire class A1 or A2
acc. to EN 13501-1) or
for joints < 10 mm filled with OT o ) )
' HENSOMASTIK® 5 KS-SP" ‘,N)k 20 mm wide circumferential coating
% Flexible wall
, 2100 Dimensions in mm

1) Pipe and insulation is required to be wrapped with two layers
HENSOTHERM® 7 KS Gewebe bandage 125 mm long, to both sides

of the penetration seal such that they are directly in contact at

mid-depth of the seal and extend 75 mm from both faces of the penetration seal.
The single layer of bandage shall be overlapped by 10 mm.

The length of the local insulation may be increased but not reduced.

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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Steel, copper or
cast iron pipe

Services Pipe diameter Pipe wall thickness Insulation thickness Classification
mm mm mm
Up to 10 1.0-5.0 12.5
Up to 22 1.0-11 18 EI 90 C/U
Up to 54 1.5-14.2 28.5

Illustrated classified pipe dimensions

Pipe wall thickness (mm)

Copperand steel El 90-C/U

16

[
E=

10,14.2

-
(5]

=
o

a5

10,1

L 4

40 60
Diameter (mm)

. Pipe diameter Pipe wall thickness Insulation thickness e .-
Services Classification
mm mm mm
Up to 10 1.0-5.0 12.5
Up to 22 1.0-11 18
Up to 54 1.5-14.2 28.5 EI 90 C/U
Up to 60.3 2.9-14.2 29
Up to 89.9 3.2-14.2 30.5
Illustrated classified pipe dimensions
steel El 90-C/U
16
14 889, 6142
10, 14.2
Steel or cast iron 1
pipe H
- 10
P
-3
a
4
2 T 54,15 BBS 2
¢ 22,1
o 1
[+] 20 40 60 80 100

Diameter (mm)

Produktdatablad og monteringsinstruksjoner
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6. Monteringsinstruksjoner for HENSOMASTIK® Blandet penetreringsforsegling EI90 / E1120
for og stive gulvkonstruksjoner med tykkelse pa minimum 150 mm

Services Types
Cables e Sheathed electrical cables up to 80 mm diameter
e Telecom cables up to 21 mm diameter
Cable bundles e Bundles of the above up to 100 mm in diameter
Cable Supports e Perforated and unperforated steel cable trays and ladders
e  PE pipes in accordance with EN 1519-1, EN 12666-1, EN12201-2
Plastic pipes with AWM Il pipe e  Friaphon (by FRIATEC) pipes
collars e  PVC-U pipes in accordance with EN 1329-1, EN 1453-1, EN 1452-1

e PP pipesin accordance with EN 1451-1

Plastic pipes with HENSOTHERM®

7KS Gewebe pipe wrap

e PE pipesin accordance with EN 1519-1, EN 12666-1, EN12201-2
e PVC-U pipes in accordance with EN 1329-1, EN 1453-1, EN 1452-1
e PP pipes in accordance with EN 1451-1

Metal pipes with Rockwool RS800

e Copper
e Mild & stainless steel

(L) insulation
e Castlron

Metal pipes with Rockwool RS800

e Copper
e  Mild & stainless steel

(LS) insulation
e Castlron

Metal pipes with Armaflex AF (LS)

e Copper
e  Mild & stainless steel
e (astlron

insulation

e Copper
e Mild & stainless steel
e (astlron

Metal pipes with Armaflex
Protect (LS) insulation

Permitted Distances

al:
a2:
a3:
a4
a5:
a6:
bl:
b2:
b3:
ba:
b5:

Maximum seal size: 2000 mm x 1200 mm

between cable/cable trays and metal pipes = 50 mm
between cable/cable trays and plastic pipes = 50 mm
between metal pipes and plastic pipes = 25 mm

between plastic pipes 240 mm

between metal pipes 2 40 mm

between cable trays 2 30 mm

between cable/cable trays and the upper seal edge: = 25 mm
between cable/cable trays and the side seal edge: = 25 mm
between cable/cable trays and the lower seal edge: >0 mm
between metal pipes and the side seal edge: 230 mm
between plastic pipes and the side seal edge: 230 mm

Distance 1st support pipe service £ 450 mm
Distance 1st support cable/cable trays < 240 mm

22
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6.1 Pafgring og montering med stremkabler og kabelbro EI90

Mineral fibre board "Hardrock 040"

157222285720

HeNfEx

Cable and cable supporting construction coated with

75777753720

300

Annular gap stuffed with mineral wool

"HENSOMASTIK® 5 KS Farbe" or
"HENSOMASTIK® 5 KS viskos"
with a dry film thickness of 1 mm

coated on the outer side with

LHENSOMASTIK® 5 KS Farbe" or
LHENSOMASTIK® 5 KS viskos*

,HENSOMASTIK® 5 KS-SP*

(reaction to fire class A1 or A2 according
to EN 13501-1) or joints < 10 mm filled with

a

50
\

50

20
20 mm wide
circumferential coating

L3775,

Coated with

20%

Cable supporting construction

[oW7//%%

L,HENSOMASTIK® 5 KS Farbe" or
LHENSOMASTIK® 5 KS viskos"
Q dry film thickness 2 1 mm

20 mm wide
circumferential coating

N NN
O
1
Cable =
O O ) .
Ll [ Ll Dimensions in mm
Services Insulation/Coating Classification

Sheathed electrical cables up to 21
mm diameter
Tel bl to 21
eiecoms - cables up to MM 1 1 mm DFT HENSOMATIK 5KS Farbe coating
diameter extending 300 mm from both faces of the seal E1 90
Bundles of above cables up to 100 &
mm diameter
Cable supports

Produktdatablad og monteringsinstruksjoner
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6.2 Plastrgr og kanaler med AWM Il EI90 / EI120 "U/U"

= )
Combustible pipe
Mineral fibre board "Hardrock 040"
coated on the outer side with
LHENSOMASTIK® 5 KS Farbe” or
LHENSOMASTIK® 5 KS viskos"
Threaded rod
Floor 10 10
+H A =y
7 2 s , L, - § 7 2 -
7 4 v s , ’ ’ 4 7
7/ 7/
4 s s , ~ , B 4 ’
z s, , , n s s ,
s s s , , —_— g 7 ’ s s
4 , , , , o g 4 s ’ ,
s s , L, 4 s s ,
g , , , , § g / g 4 , ,
7 4 Va 4 7 4
s , , L, ’ 3 " 4 ’ , ,
= o’ 20
Pipecollar A=
20 mm wide LAWM II" acc. to . 20 mm wide
circumferential coating ETA-11/0208 circumferential coating
Coated with Annular gap stuffed with mineral wool Shutter of the collar
LHENSOMASTIK® 5 KS Farbe" or (reaction to fire class A1 or A2 according
HENSOMASTIK® 5 KS viskos" to EN 13501-1) or joints < 10 mm filled with
e ,HENSOMASTIK® 5 KS-SP*
dry film thickness = 1 mm
>

Dimensions in mm

Services Pipe diameter Pipe wall thickness Collar inlay size Classification
mm mm mm
52 2.8
) . 78 4.9 75x6
Friaphon pipe 110 3 EI 90 U/U
135 5.6 75x 12

HENSOMASTIK® Blandet penetreringsforsegling EI90 / EI120
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Services Pipe diameter | Pipe wall thickness Collar inlay size Classification
mm mm mm
32
40 1.8-5.6 25.4x6.4
50
63
75 25.4x12.8 El 120 U/U
90 18123 25.4x17.1
110 25.4x19.2
125 2.5-9.2
140
160 3.2 38.1x25.6 DU
140 11.8
El 60 U/U
160 /
Illustrated classified pipe dimensions
PVC El 120-U/U
= 50,123
= 110,123
11
i
E 4125 92
‘E’ 0 110,9.2
g s
I 7
=6
s
25
a
PVC-U pipe =
3
3 50,18 110, L;’As. 25
1 T T T T T T 13 T 1
40 50 &0 70 80 90 100 110 120 130
Diameter (mm)
PVC E1 90-U/U
— 50,123 110,123
12
11
10
= : 110,92
£ 125,92
2 8
=
X 7
=5
H
g S
z
4
125,32
3 /74&
5 125,25
g 50,138 110,18
40 60 80 100 120 140 160 180
Diameter (mm)

Produktdatablad og monteringsinstruksjoner

25



6.2 Plastrgr og kanaler med AWM Il EI90 / EI120 "U/U"

" ]
Combustible pipe
Mineral fibre board "Hardrock 040"
coated on the outer side with
LHENSOMASTIK® 5 KS Farbe” or
LHENSOMASTIK® 5 KS viskos"
Threaded rod
Floor 10 10
+H HF
7 , , , , /\ - g 7 7 7 P
s s L , g 4 s s
e s s 4 4 s
B g | 3 ’ s 8 s g y , , .
, , , o , , ,
g | ’ . g , I , g , , | /
, , , o , , ,
B g g s ’ s F~ s g Vi , , .
g , g , g / , , g g , g , g L,
, ,
s , , L, ’ 3 " 4 ’ , ,
i = 20
Pipecollar +=F
20 mm wide LAWM 11" acc. to 20 mm wide
circumferential coating ETA-11/0208 circumferential coating
Coated with Annular gap stuffed with mineral wool Shutter of the collar
LHENSOMASTIK® 5 KS Farbe" or (reaction to fire class A1 or A2 according
HENSOMASTIK® 5 KS viskos" to EN 13501-1) or joints < 10 mm filled with
I ,HENSOMASTIK® 5 KS-SP*
dry film thickness = 1 mm
> Dimensions in mm
Services Pipe diameter | Pipe wall thickness Collar inlay size Classification
mm mm mm
32
40 1.8-4.6 25.4x6.4
50
63
75 25.4x12.8
2.7-10.0 El 120 U/U
90 25.4x17.1
110 25.4x19.2
125 3.1-11.4
140 38.1x25.6
4.0-14.6
160
Illustrated classified pipe dimensions
PE-HD EI 120-U/U
15 ———
125 146
. 14 T 160,146
PE pipe 13
12
SOt 125,114
E 11
Ew
"
é 9
£
4 8
=
L
E 7
6
g
& 5
160, 4
N P
3 -
2z iMl
: | : : : :
40 60 80 100 120 140 160 180
Diameter (mm)
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Services

Pipe diameter
mm

Pipe wall thickness
mm

Collar inlay size
mm

Classification

PP pipe

32

40

50

1.8-4.6

254x6.4

63

75

90

110

2.7-10.0

254x12.8

El 120 U/U

25.4x17.1

25.4x19.2

Illustrated classified pipe dimensions

12

PP El 120-U/U

11 -

10 +

Pipe wall thickness {(mm)

50,10

110,10

50,18

r 110,27

40

50 60 70

80 S0 100

Diameter (mm)

110 120 130

Services

Pipe diameter
mm

Cables*

Collar inlay size
mm

Classification

Polyolefin
conduits bundled
tofilla125mm @

collar

16

20

25

32

40

50

63

None

16

1x JY(ST) 2x2x0.6

20

Ix A2

25

1x Al

32

1x F

40

2x Al

50

2x Al, 2x F

63

4x A1, 3x F

38.1x25.6

El 120 U/C

* Cables as designated in EN 1366-3: 2009

Produktdatablad og monteringsinstruksjoner
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6.3 Plast- og komposittrar med HENSOTHERM® 7 KS Gewebe reromviklinger

" ]
Combustible pipe
Mineral fibre board "Hardrock 040"
coated on the outer side with
LHENSOMASTIK® 5 KS Farbe" or
LHENSOMASTIK® 5 KS viskos"
Floor 10 o
i o
7/ 7 7 T NN N N N N NN NN TN\ NN/ 9r
’ 7 . , ’ , ’ f z 7
4 e s s s .
e ’ , [=} ’
, B g s g s PAANAAAAANA AN AN X XA B g
s , , e s
Y , , 7 , 4 s ’
’ , , , P
, , P ’ , 7 7 s
4 s Va , P s ,
s , [=3 4 .
4 7 ’ g © 4 /
20
+—F
20 mm wide 20 mm wide
circumferential coating circumferential coating
Coated with Annular gap filled with LHENSOTHERM® 7 KS-Gewebe"
,HENSOMASTIK® 5 KS Farbe" or sHENSOMASTIK® 5 KS-SP"
L,HENSOMASTIK® 5 KS viskos"
dry film thickness 2 1 mm
> Dimensions in mm

Pipes Maximum Pipe wall thickness Layers of Classification
Pipe diameter mm HENSOTHERM 7KS
mm Gewebe pipe wrap
56 3 2 EI90 U/U
PE-HD
90 3.5 4 El 120 U/U
EI 60 U/U
50 1.8 2 E 90 U/U
PP-HT 75 1.9 3
90 ) 2 EI90 U/U
Geberit Silent 56 3.2 2
dB20 90 5.5 4 AT
EI 90 U/U
50 1.8 2
Geberit Silent PP E120U/U
90 2.9 4 EI90 U/U
. 32 3.0 3
Geberit Melpa 3 a5 2 El 120 U/U
El 60 U/U
2 2
Polokal NG >0 E 120 U/U
90 3 4
75 3.8 3
Polokal 35 90 4.5 4 E1 120 U/U
25* 2 2
Flex-Schlauch 39A 5 2

* With or without 1x NYM-J, 5RE cable

A With or without 1x NYM-J 5x6, O RE cable
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Pipes Maximum Pipe wall thickness Layers of Classification
Pipe diameter mm HENSOTHERM 7KS
mm Gewebe pipe wrap
EI 90 U/U
50 2.4 2 E 120 U/U
50 3.7 2
75 36 3 El 120 U/U
75 5.6 3 EI90 U/U
Ve 90 4.3 4 EI 90 U/U
E120U/U
90 6.7 4 EI 90 U/U
Illustrated classified pipe dimensions
PVC-U EI 90-U/U
7 15, 6./ 90, 6./
=4==Design group 1 (tested) —m
=== Design group 1 (permitted)
61 —&— Design group 2 (tested) 50,5.6 75)5.6
== Design group 2 (permitted) ? ) ¢
E 5 | ==Design group 3 (tested)
£
=y === Design group 3 (permitted)
E I |
24 16,3.7 50,137 75,43 90,43
= ' 2 ®
3 50,|3.6 75,36
23
(=9
& >
2 16, 2.4 50,2.4
l T 1
0 20 a0 60 20 100
Diameter (mm)
Permitted pipe Number of layers Length of wrap mm Design group
@/wall thickness
mm
16x2.4-50x3.6 2 50 1
50x3.6-75x5.6 3 50 2
75x4.3-90x6.7 4 50 3
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6.4 Pafgring og montering ikke-brennbare ror E190 / EI 120

6.4.1 Ikke-brennbare rgr av stal og kobber

med seksjonsisolering Rockwool RS 800 (LI), lengde 2x 1000 mm, EI120 “U/C*"
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Quter pipe diameter [mm]

Services Pipe diameter Pipe wall thickness Insulation thickness Classification
mm mm mm
Up to 20 1.0-11 .
20 (min.
Up to 48.3 2.6-14.2 ( ) El 120 U/C
Up to 139.7 4.0-14.2 30 (min.)
Illustrated classified pipe dimensions
16
E 4 5 139,7 (14,2)
Steel or cast iron é 1
. L 10 4
pipe £ d z30mm
© 8 d 220 mm
=
2 61
Q
g 4 _
E P - 1397 (4)
2 24 28 (1) / 48,3 (2,6)
0 20 40 60 80 100 120 140 160
Outer pipe diameter [mm]
. Pipe diameter | Pipe wall thickness Insulation thickness e
Services Classification
mm mm mm
Up to 20 1.0-11
20 (min.
Up to 42 1.5-14.2 ( ) El 120 U/C
Up to 88.9 2.0-14.2 30 (min.)
Illustrated classified pipe dimensions
16 -
T 14 88,9 (14,2)
3
:‘ 12 4
Copper pipe £ 104
E 8 d, =20 mm &2 30 mm
g
2"
& 4
g
= i . 8B89(20)
E z 2010 ——— (15)
0 20 40 60 80 100

Produktdatablad og monteringsinstruksjoner

31



6.4.2 Ikke-brennbare rgr av stal og kobber

med isolering Armaflex AF (LS), lengde 2000 mm og HENSOTHERM® 7 KS Gewebe EI90/ EI120 "C/U"
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Classification

Services Pipe diameter Pipe wall thickness Insulation thickness
mm mm mm
Up to 10 1.0-5.0 11
Up to 22 1.0-11 18 EADE
Up to 54 1.5-14.2 28.5 EI 90 C/U
Up to 60.3 2.9-14.2 29 El 120 C/U
Up to 88.9 3.2-14.2 30.5 EI 90 C/U
Illustrated classified pipe dimensions
Steel El 90-C/U
16
10,14.2 88.9,14.2
14 <
ol
E
E
~10
it
g
L
g
&
* 603,259 887,32
2 -
—
¢+ 54,15
Steel or cast iron o 10,1 221 , . , .
pipe o 20 40 60 80 100
Diameter (mm)
- Steel E1 120-C/U
10,142
14 * +
60.3,14.2
. -
E
£
=40
g
28
| &
-4
[-N
¥ 60.3,2.9
_/d}
2 10,1 J
5 [ A : . ‘ [ .
(] 10 20 30 40 50 60 70 80
Diameter (mm)

Produktdatablad og monteringsinstruksjoner

33



6.4.2 Ikke-brennbare rgr av stal og kobber

med isolering Armaflex AF (LS), lengde 2000 mm og HENSOTHERM® 7 KS Gewebe EI90/ EI120 "C/U"
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Services

Pipe diameter
mm

Pipe wall thickness
mm

Insulation thickness
mm

Classification

Copper pipe

Up to 10

1.0-5.0

12.5

Up to 22

1.0-11

18

El 120 C/U

Upto 54

1.5-14.2

28.5

El 90 C/U

Illustrated classified pipe dimensions

CopperEl 90-C/U

16

12

10,14.2

14 A

54,142

10

Pipe wall thickness (mm)

54,15

&
v

e 22,1

T g T T

10 20 30

T T T

40 50 60
Diameter (mm)

70 BO

16

CopperEl 120-C/U

10, 14.2
o et

22,142
+

14

12

10

Pipe wall thickness {mm)
o

T T T

20 25 30

Diameter (mm)
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6.4.3 Ikke-brennbare rgr av stal og kobber

med isolering Armaflex Protect (LS), lengde 2000 mm, EI 120 "C/U"
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Copper, Steel or
cast iron pipe

Services Pipe diameter Pipe wall thickness Insulation thickness Classification
mm mm mm
Up to 15 1.0-11 19
Up to 22 1.0-11 20
Up to 42 1.5-14.2 25 BIRRZUU S
Upto 76.1 2.0-14.2 25

Illustrated classified pipe dimensions

i CopperEl 120-U/C
15,14.2 76.1,14.2
14
_ 12
E
E
- 10
]
-}
2 8
=
g s
4
2 A 7612
15,1 Siioohy
0 T T T T 1
0 20 40 60 80
Diameter (mm)
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Merknader
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Lack- und Farbenfabrik

Lauenburger Landstrafle 11
21039 Bornsen | Tyskland

TLf. +49 (0)40/72 10 62-10
Faks +49 (0)40/72 10 62-52

E-post: info@rudolf-hensel.de
Internett: www.rudolf-hensel.de

Teknisk stotte/salg
TIf. +49 (0)40/72 10 62-48
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